
Invisible Zipper Foot
Pie para cierras o cremalleras con 

puntada invisible
The Invisible Zipper Foot provides an invisible closing on skirts, dresses and 

a variety of garments and accessories.

Machine Preparation
•  Foot: Attach snap-on Invisible Zipper Foot
•  Set machine to Straight Stitch
•  Set stitch length to normal (2-3)
•  Make sure needle position is lined up with opening in the foot

Sewing Instructions
1.  Open zipper by pulling down on the slider and pull tab located at the top 

of the zipper.
2.  Working on the right side of your fabric, baste the zipper face down along 

the seam edge of the right-hand side of garment. The teeth or coils of the 
zipper lay towards the interior of the seam.

3.  Line up the teeth (coils) of the zipper with the right groove of the zipper 
foot. Your needle will penetrate the tape of the zipper alongside 
the teeth (or coils).

4.  Sew from the top to the bottom of the seam as far as you can go, 
backstitching at the beginning and end of the seam.

5.  To sew the other side of the zipper, flip the zipper over twice to the left 
and then line up the tape of the opposite side of the zipper along the seam 
edge of the left-hand side of your garment.

6.  Line up the teeth of the zipper with the left groove of the zipper foot.
7.  Sew from the top to the bottom of the seam as far as you can go, 

backstitching at the beginning and end of the seam.
8.  Close the zipper.
9.  Sew a 5/8'' seam starting as close to the zipper as you possibly 

can get, all the way down to the bottom of your seam.

Este pie se usa para cierres o cremalleres con puntada invisible en faldas,
vestidos, otras prendas y accesorios.

Preparación de la maquina
•  Instale el pie para cremallera o cierre
•  Puntada: Recta
•  Longitud de puntada normal (2-3) asegurese de que la aguja esté alineada 

con la apertura en el prensatelas

Instrucciones para coser
1.  Abra el cierre o cremallera.
2.  Trabaje en el lado derecho de la tela, hilvane la cremallera boca abajo a lo 

largo de la parte derecha de la prenda.
3.  Los dientes de la cremallera deben estar mirando hacia dentro de la costura.
4.  Alinee los dientes con la ranura derecha del pie. La aguja penetrara la cinta 

de la cremallera a lo largo de los dientes. Cosa de arriba hacia abajo tan 
lejos como pueda, rematando al comienzo y al final de la costura.

5.  Para coser el otro lado de la cremallera, voltee la cremallera dos veces hacia
la izquierda y luego alinee la cinta del otro lado de la cremallera a lo largo
del borde de la parte izquierda de su prenda.

6.  Alinee los dientes de la cremallera con la ranura izquierda del pie.
7.  Cosa de arriba hacia abajo tan lejos como pueda, rematando al comienzo y 

al final de la costura.
8.  Cierre la cremallera.
9.  Cosa 5/8 de pulgada (1.58 cm) comenzando lo más cerca a la cremallera 

como pueda, hasta bien abajo.
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